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1. Control panel
2. Outlet for dry air
3. Handle
4. Filter
5. Inlet for dry air

6. Water tank
7. Plug and power cord
8. Outlet for drainage
9. Drainage pipe
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GENERAL WARNINGS AND GUIDELINES:

•	
This appliance should not be used by children aged from 8 years and above and persons with reduced 
physical, sensory or mental capabilities or lack of experience and knowledge without supervision or 
instructions concerning the use of the appliance and the hazards involved. 

•	
Children shall not play with the appliance. Cleaning and user maintenance shall not be made by 
children without supervision.

•	
Ensure there is 30 cm of clear space on all sides of the unit.

•	
The character of fuse to replace the one on PCB shall be AC250V; T; 10A; L.

•	
The appliance must be installed in accordance with national wiring regulations.

•	 This appliance is for indoor use only. 

•	
Before	any	maintenance	or	cleaning,	please	switch	off	and	unplug	the	unit.

This marking indicates that this product should not be disposed with other household 
wastes throughout the EU. To prevent possible harm to the environment or human 
health from uncontrolled waste disposal, recycle it responsibly to promote the sustain-
able reuse of material resources. To return your us device, please use the return and 
collection systems or contact the retailer where the product was purchased. They can 
take this product for environmental safe recycling.
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TROUBLE SHOOTING

- Check for obstruction to drip-tray above water reservoir

Does not turn off when -	It	is	important	that	the	float	moves	freely	in	the	water	reservoir.	If	it	does	not,	it	will	not	
water reservoir is full respond	to	water	levels	and	prevent	dehumidifier	from	stopping

-	Remove	air	filter	at	rear	of	dehumidifier	and	check	that	no	dust	or	fluff	is	obstructing	
passage of air through machine
- Timer which controls defrosting may be broken, in which case compression will not stop 
regularly

-	Increase	distance	between	dehumidifier	and	surrounding	surfaces

- Check that the unit is connected to electricity and that fuse has not gone
- If the warning light is on, check that the water reservoir is empty and correctly placed in 
the	dehumidifier.
-	Check	that	float	is	free

- Check that fan is spinning
-	Check	that	air	can	flow	freely	through	the	dehumidifier.	Front	grid	and	air	filter	should	be	
clean	and	dehumidifier	should	stand	20-30	cm	from	wall
-	Listen	for	sound	of	compression,	but	bear	in	mind	that	the	dehumidifier	may	be	in	a	
dehumidifying cycle, when the compression stops. Wait initially for about 35 minutes.
- Check that a thick coating of ice has not formed on the cooling coils

SOLUTIONPROBLEM

Dehumidifier doesn’t start

Does not dehumidify

High noise level

Ice formation on cooling coils

No water enters reservoir

If none of the above works, you should contact your nearest retailer for checking and possible overhaul of dehumidifier
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Using your dehumidifier

Trouble Shooting
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You can select the required humidity 
by pressing the “DEHUMIDIFY” button. 
Select desired humidity between 40% 
and 80% or choose CONTINUOUS. 
The humidity is set in 5% intervals. In 
continuous mode, you can change fan 
speed but not humidity level. 

Press “SPEED” to chose desired fan 
speed and “MODE” to choose between 
DRY and DEHUMIDIFY mode. In DRY 
mode, the fan runs on the highest 
speed and you can’t set the humidity. 
In DEHUMIDIFY mode, you can set 
both fan speed and humidity level. 

The compressor will switch off auto-
matically when the water container 
is full. When the unit is reset, the 
compressor takes around 3 minutes 
to switch on. The air goes into the unit 
from the back grill and is release on 
the top. To maximize the performance 
of your dehumidifier, do not obstruct 
the back grill. To move the unit, unplug 
it and empty the water tank.

CONTROL PANEL

Please refer to FIG A:

- Power: Switch the machine ON/OFF
- Speed: Switch between “high” or “low” 
fan speed.
- Timer:	set	time	for	automatic	on/off	
by 1-8 h. 
- Dehumidify: choose desired humid-
ity in 5% percents intervals or choose 
continuous	dehumidification.	
- Mode: switch between dry and dehu-
midify mode.
- Swing: press to activate swing of the 
louvers.
- Water indicator: lit when water tank 
is full
- Defrost indicator: lit when unit is in 
defrost mode

WOOD’S - THE WORLD’S 

LEADING DEHUMIDIFIERS

Wood’s dehumidifiers have been 
known as market leaders for many 
years. Wood’s dehumidifiers are suit-
able for use in the most demanding 
climates, and have high dehumidifying 
capacity even at lower temperatures 
and humidity levels. They are used 
with good results in premises that 
become damp such as cellars, garages 
or summer-houses. They are also ex-
cellent for drying washing, attics, pool 
rooms and laundry, being efficient and 
low on energy consumption. Wood’s 
dehumidifiers will dry your clothes ef-
ficiently without wearing them out.

The amount of humidity that the 
dehumidifier removes depends on 
temperature, humidity level and place-
ment. External weather conditions 
may also affect the performance of 
the dehumidifier. In cold weather the 
actual humidity, (in grams per cubic 
meter air) decreases and thus the 
extraction of humidity from the air by 
the dehumidifier is reduced. Therefore 
the dehumidifier is suitable for use in 
the temperature range +5˚C to +35˚C. 
Wood’s dehumidifiers are safe in 
operation and intended for continuous 
use over many years.

EXCESSIVE AIR HUMIDITY -

A DANGER

Condensation occurs when water 
vapour in the air comes into contact 
with a cold roof, window or wall. When 
water vapour is cooled down, conden-
sation occurs, and water-drops are 
formed. In high air humidity, the air 
may get musty and mould is formed, 
causing damage to a house and its fur-
nishings. This environment may even 
cause illness for the residents, since 
mites and other creatures thrive in a 
damp environment. A dehumidifier 
with high performance creates a good, 
healthy humidity level, and for great-
est efficiency the doors and windows 
of rooms that are being dehumidified 
should be kept closed. Wood’s dehu-
midifiers remove odours, 

PLACEMENT OF YOUR

DEHUMIDIFIER

Wood’s dehumidifiers are easy to 
move around, all you need to have is 
a power source for 220/240V, but bear 
in mind the following:

- The dehumidifier should not be placed 
near radiators or other heat sources 
or exposed to direct sunlight, as it will 
reduce performance.

- It is beneficial to use a radiator or
heating fan to keep the temperature
above +5˚C.

- The dehumidifier should stand at least 
25cm from a wall or other obstruction, 
for maximum air flow.

- Ideal is to put it in the centre
of the room / area.

USING THE DEHUMIDIFIER

If the dehumidifier is transported
horizontally, oil may have run out of 
the compressor and into the closed 
piping system. In such a case, let the 
dehumidifier stand for a few hours 
before being used. It is very important 
that the oil runs back into the com-
pressor, otherwise the dehumidifier 
may be seriously damaged. Once 
the unit is plugged in, you will hear 3 
noise signals. The unit can be switched 
on and off by pressing the “POWER” 
button.

dries wood and remove moisture from 
sportswear outdoors equipment. A 
dehumidifier may be used in cellars, 
washrooms, garages, crawl spaces, 
caravans, summer-houses and on 
boats. If the dehumidifier is kept in 
colder environments, you should study 
the Hints at the end of the manual.

            NOTE : 
        When placed in a shower or 
bathing area, the dehumidifier should 
be fixed in place. It is compulsory to 
check and respect your local bath-
room regulations before use.

 NOTE : 
       The unit is set to work between 
5ºC and + 35ºC. If the tempera-ture 
goes outside this range it will 
automatically switch off. The unit will 
automatically restart when the tem-
perature goes within the range.
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DEFROST

When the temperature of the copper 
tubes is ≤1oC, the compressor will 
stop after 30 min and the fan will 
keep running for defrosting. The 
compressor will automatically restart 
when the defrost is completed.

WATER TANK

An indicator will illuminate and a 
buzzer will sound 10 times when the 
water tank is full. The compressor will 
stop automatically which will stop the 
unit from dehumidifying.

1. Disconnect the dehumidifier from 
the power source.
2. Empty the water reservoir.

 Put the empty reservoir back in its3.
position.

 Connect the dehumidifier to the 4.
power source.

CLEANING AND MAINTENANCE

To clean the outside of the unit, use 
a soft dry cloth. You can use a soft neu-
tral agent if the appliance is very dirty, 
but avoid any abrasive tool or liquid. 
Do not spray water on the unit. If the 
dehumidifier is not used for a long 
period, unplug the unit, dry the water 
container and clean the filter. Store the 
unit in a box or cover it to avoid the 
dust to build in.

Guarantees

2 years guarantee on the product.
Note that the guarantee is valid only 
on production of a receipt.
This machine complies with EEC
directives 76/889 + 82/499

Recommended limits for use

Temperature: +5˚C to +35˚C
Relative humidity: 0% to 80%
Recommended
humidity level: appr. 50% RH

DRAINAGE OF WATER

The dehumidifier is fitted with a hose 
connection: please refer to FIG 8 and 
FIG 9.

Using the hose:
 Disconnect the dehumidifier from 1.

the power source and remove the 
water reservoir to give access to the 
drip tray.

 Attach the hose coupling to the 2.
thread on the dehumidifier and lead 
the hose to a drainage outlet. Check 
that the hose is not above the level of 
the drip tray.

 Connect the dehumidifier to the 3.
power source.

WHEN THE DEHUMIDIFIER

REQUIES SERVICING

If the dehumidifier requires servicing, 
you must first contact the retailer. 
Proof of purchase is required for all 
warranty claims.

LOW TEMP. MODE

When the ambient temperature is 
≤5˚C, the product will finish its defrost 
cycle one time, and then, the compres-
sor keeps working for 30 min and the 
fan keeps working for 70 min. After 
this time, the fan will run for 1 min, 
every 30 minutes. When the ambient 
temperature has been ≥7oC for at least 
7 minutes, the unit will restart opera-
tion at the last set mode.

Always disconnect the cord 
before cleaning.

      If the supply cord is damaged, it 
must be replaced by the manufac-
turer, its service agent or similarly 
quali ied persons in order to avoid 
hazard.

THE AIR FILTER

The air filter at the rear of the
dehumidifier ensures that the cool-
ing coils are kept free of dust. It is 
important that the filter is kept clean 
so that air can flow freely through the 
dehumidifier. The filter should thus be 
cleaned when required.

 Remove the filter1.
2. Wash it with warm water and a mild 
cleansing agent. Alternatively the filter 
may be vacuum cleaned.
3. Let the filter dry and put it back.

HINTS:

-	When	the	dehumidifier	is	used	in
extremely damp environments or when the 
temperature	is	below	+10˚C,	the	dehumidi-
fier	may	stop	working.	A	large	amount	of	
ice	builds	up	on	the	cooling	coil.	Turn	off	
the	dehumidifier	and	place	it	a	little	above	
floor	level	so	that	the	ice
will melt away.

- For maximum dehumidifying power in 
a room, it is recommended that the air 
supply from outside and from adjoining 
rooms is minimized – close doors and 
ventilators.

-	Increase	temp.	for	faster	dehumidification	
( warm air carries more water.)

-	Higher	dehumidification	in	Autumn	/	
Summer because outside air is warm and 
humid.

- If the power is stopped suddenly, the 
machine	will	remain	shut	off	for	3	minutes	
before restarting automatically when the 
power returns.

IMPORTANT : 
Wood’s dehumidifiers must be 
connected to an earthed power 
source. (200-240V, 50 Hz)
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  NOTE : 

NOTE : 
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